






The bass units of the TW 600 are of the same design and 

construction as the active bass drivers used in the TCI. 

Their job is to convert the enormous power and dynamics 

of the potent output stage into sound, and to do so cleanly 

and without distortion. For this reason they feature cooled 

actuator systems and extremely strong, rigid, distortion-free 

cones made of solid aluminium. They are capable of enormous 

linear travels, and are true giants!

The TW 600 is an active sub-woofer, based on our TCI High-End active loudspeakers. Our switching output stages are 

an in-house development, and are of discrete construction (we don’t use ready-made ‘off the peg’ chips). They have 

proved extraordinarily effective in practice: their dynamic characteristics and speed are unexcelled, as are their 

power reserves and sound qualities. The TW 600 is also fi tted with the sophisticated cone regulation system of the TCI, 

which controls the lower limit frequency of the two bass systems as well as the cone travel. By this means we have 

achieved a quality of low bass reproduction at really high levels that would not be possible in any other way. The active unit 

offers many sensible set-up facilities, such as variable limit frequencies, continuous level regulation and phase governing, 

protective circuitry, an automatic power-on circuit and a processor which controls the fi lters perfectly in stereo and surround mode 

(SC link) when used in conjunction with other T+A equipment. The TW 600 makes your home cinema set-up into a system 

which will shake your very foundations!
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We use SOLID EDGE, one of the most powerful 3-D CAD design programs, for designing and developing all our mechanical com-

ponents, whether we are dealing with loudspeaker cones, pressure-cast drive unit chassis or complete high-end machines!

At T+A we design and develop all our components in-house; this applies both to our loudspeakers and the electronic components. 

Our staff includes highly-qualifi ed physicists, engineers and technicians who share a single aim: the best sound quality possible. 

That is why we never accept “off-the-peg” solutions; instead we design and develop each component precisely to suit its specifi c 

purpose. This principle has caused us to develop a vast number of our own tools and processes, and that is why every T+A product 

has an unmistakable appearance - whether it is a loudspeaker drive unit or a speaker cabinet!
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Anechoic chamber used for the development of loudspeaker drive units, crossover units and cabinets.
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Specifi cations

Nominal power rating, Watts
Music power rating, Watts

Output power, Watts
Peak power rating, Watts

Impedance, Ohm
Frequency range, Hz

Sesitivity (1 Watts / 1 m)
Drive units, bass, mm

Drive units, mid-range, mm
Drive units, high-frequency, mm

Crossover frequencies, Hz
Dimensions, H x W x D, cm

Dimensions, H x W x D, inch
Weight

Finishes

Black RAL 9005 (21) Bird‘s-eye maple (39) Silver lacquer (47) Dark walnut (81) Cherry stain (82)

 Subject to technical modifi cation

TS 200 TS 300 TS 350 TR 450 TC 500 TW 600

180 130 120   90 110   
240  180 160 120 150     
     400 
     600
4  4 4 4 4 
28 - 45000  30 - 45000 32 - 45000 40- 45000 35 - 45000 20 - 150
87 dB 86 dB 86 dB 86 dB 87 dB
2 x 220  2 x 170 1 x 170 1 x 150 2 x 150 2 x 220
1 x 170  1 x 170 1 x 170
1 x 35  1 x 35 1 x 35 1 x 35 1 x 35 1 x 35
200/2200  220/2200 220/2200 2200 2200 40 - 150
120 x 26 x 39 100 x 21 x 33 95 x 21 x 31 33 x 19 x 27 19 x 49 x 32 65 x 26 x 39
47 x 10.2 x 15.3  39.4 x 8.3 x 13 37.4 x 8.3 x 12.2 13 x 7.5 x 10.7 7.5 x 19.3 x 12.6 25.6 x 10.2 x 15.3
40 kg / 88.2 lb 27 kg / 59.5 lb 22 kg / 48.5 lb 8 kg /17.6 lb 14 kg / 31 lb 25 kg / 55.1 lb

Finish 21, fabric grill black 
Finish 39, fabric grill black or silver
Finish 47, fabric grill silver
Finish 81, fabric grill black
Finish 82, fabric grill black

 elektroakustik GmbH & Co. KG
 Planckstr. 9 - 11 |  D-32052 Herford | Telephone +49 (0) 52 21 / 7676-0
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                         2/2007 

TS 200 

„Stereoplay highlight

Absolute top class

Overall verdict: superb

Large-volume fl oor-standing transmis-

sion-line speaker. Supple, richly 

facetted sound with glorious, smoothly 

contoured bass, safe at high volume 

levels.“

                      10/2007 

TS 200 

„Price : performance ratio: superb

Audio title: superb - high-end class

Workmanship: superb

Balanced, impressive speaker, gigantic sound

A great deal for Hi-Fi fans who really want 

their music to ring out.“

         3/2009

TS 300 Set with TR 450 and TC 500 

„Precise but smooth-sounding set with 

clean, high-pressure bass and incredible 

spatial characteristics

Sound, music: very good

Sound, fi lm: very good

Workmanship: very good

Whether for fi lms or music, stereo or 

surround, old or new: the T+A set tur-

ned out to be a true artist at connecting 

different worlds.“

                         5/2007 

TS 300 
„Price : performance ratio: superb

Sound: top class

Overall assessment: good - very good

Stereoplay highlight

Classic three-way transmission-line 

speaker with annular tweeter. 

Beautifully balanced tonally, spirited 

but not edgy.“

                                      4/2008 

TS 350
„Tailor-made acoustically

Sound: superb

Technology: very good

Workmanship: superb

Price : performance ratio: very good

Class: top class, reference

Overall verdict: superb.“

                         6/2008

TS 350 
„Elegant, harmonious cabinet design, 

emphatically top-quality fi nish. The 

TS 350 is by means a fl ighty young 

thing - it tends towards warmth and 

maturity, with a pleasantly neutral 

sound.

To the eye and the touch it clearly 

counts amongst the best!

Sound: top class

Overall assessment: very good

Price : performance ratio: very 

good.“

490490mA_TL_Dt_Gb.indd   12490490mA_TL_Dt_Gb.indd   12 24.04.2009   13:16:08 Uhr24.04.2009   13:16:08 Uhr


