










This compact cube K-Mini is a genuine 
mini-speaker which we developed for use 
with our KW 650 sub-woofer, although 
it can also be employed as a small rear 
or supplementary loudspeaker. Like the 
whole K-series, the speaker’s high-quality 
cabinet features solid brushed aluminium 
covers and a carcase consisting of black 
anodised extruded aluminium profi les.
The 80 mm co-axial drive unit is fi tted 
with a 14 mm high-frequency dome, and 
conveys the entire mid-range / high-fre-
quency area with an ultra-wide dispersion 
angle. A phase-optimised cross-over unit 
ensures very natural and spacious repro-
duction.

This Centre speaker KC 550 is very small and compact, despite its construction as a sophisticated 
three-way system. Just 12 cm in height and depth, it looks very good with any fl at-screen television. 
Its task in a surround system is to provide superlative reproduction of the mid-range, which is par-
ticularly important for comprehensibility of speech and natural sound. At the same time it improves 
the positional accuracy and spatial character of the sound; these characteristics also make an impres-
sive contribution in stereo mode.
Thanks to its aluminium cabinet, the KC 550 boasts a relatively large effective volume in which the 
two 8 cm bass units generate a very clean, dynamic sound image, even at high levels. In combination 
with the newly developed co-axial mid-range / high-frequency unit, this produces a very open, clear 
sound image. In contrast with conventional designs, the adoption of a co-axial drive unit for the mid- 
/ high-frequency range endows this centre speaker with a superb dispersion angle, which means that 
the sound image remains homogeneous even to listeners located in non-central positions.



The KW 650 is one of the most compact 
and elegant loudspeakers to be found in 
our range. It is just incredible how clean 
and natural a bass foundation this little 
sub-woofer can lay down, and at what 
prodigious levels. The ultra-stylish cabi-
net is made of solid aluminium, and plays 
host to a massive 22 cm sub-bass spea-
ker unit with progressive suspension and 
enormous cone travel capacity. A gigantic 
magnet and large coil ensure high effi ci-
ency, making it possible to adopt a sealed 
cabinet design. This feature totally elimi-
nates the fl owing sounds which are often 
so disturbing in bass-refl ex speakers. The 
KW 650 is the ideal complement to small 
stereo loudspeakers such as the K-Mini 
or KR 450, but also makes an excellent 
high-power conveyor of ultra-low bass in 
a surround system.

The active unit is equipped with extremely high-performance switch-mode output stages of discrete 
construction, specially designed for the bass driver’s considerable hunger for current. For this reason 
it offers superb sound quality, combined with more than enough power to generate enormous volume. 
An active regulation circuit constantly monitors the level, always ensuring undistorted and natural 
reproduction. The KW 650 provides very wide-ranging adjustments to match individual set-up situ-
ations, as it offers the following variables: cut-off frequency, level, phase, and power-on function.



Nominal load, Watt
Output power, Watt
Music power, Watt
Peak output, Watt     
Impedance, Ohm     

Transmission range, Hz
Sensitivity (1 Watt / 1 m)

Bass drive unit, mm
Mid-range drive unit, mm

High-frequency drive unit, mm
Crossover frequencies, Hz 

Dimensions, H x W x D cm
Plinth, cm
Weight kg

Finish

Specifi cations

KS 300 KR 450 K-Mini  KC 550 KW 650
3-way 2-way 2-way 3-way Active sub-woofer
bass refl . bass refl . sealed bass refl . sealed
130 80 40 110 
    350 
180  120 60 150 
    600
4  4 4 4
30 - 45000  40 - 30000 80 - 25000 70 - 25000 20 - 150
86 dB 86 dB 85 dB 86 dB
2 x 150  1 x 150  2 x 80 1 x 220
1 x 150   1 x 80 1 x 80
1 x 35  1 x 25 1 x 20 1 x 20
250/2200  2200 2500 300/2500 40 - 150
95 x 19 x 27 30 x 19 x 27 12 x 14 x 12 12 x 44 x 12 29 x 27 x 27
 23 x 33
25  8  2  5 13
Black carcase with brushed silver aluminium covers
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