




Optional High-End 
phono pre-amplifi er 
offering separate 
voltage stabilisation, 
extremely low noise 
and perfect matching 
facilities. Available 
in two versions for 
MM or MC pick-up 
cartridges.

Bronze thrust bearing 
for the polished steel 
platter spindle

Sophisticated mains 
power supply and DSP 
control board

Main body of MDF for 
effective damping

Encapsulated synchro-
nous drive motor

Bearing indentation in 
aluminium platter, with 
polished steel spindle

As an option we can supply superb phono pre-amplifi er modules 
based on our proven PH 2000. The module is installed precisely where 
it belongs, namely right at the tone arm output. This arrangement 
completely eliminates induced interference affecting the extremely 
sensitive output signals of the pick-up system. Extremely low levels 
of background noise and interference are assured by the mains power 
supply section with its sophisticated stabilisation measures, a unique 
circuit topology developed specifi cally for MM or MC cartridges, and 
extensive shielding. A set of integral DIL switches allows the PH-G10 
MM / MC to be matched perfectly to the pick-up system in use.

We supply the G 1260 R with a high-quality tone arm which is made 
for us by REGA. The internally damped aluminium arm itself is pro-
duced in a single process using the pressure-casting process, while the 
counterweight is made of non-magnetic stainless steel. The high specifi c 
density of stainless steel produces an extremely small but very heavy 
counterweight, and this minimises the leverage forces acting on the tone 
arm. Upon request we are able to supply the G 1260 R already fi tted with 
the outstanding Ortofon 2M bronze moving magnet pick-up cartridge.

Special accessories include a plug-in protective cover (H 1260) made 
of clear acrylic, and a disc brush (PB 10) made of solid machined brass. 
The brush element is made of genuine horse-hair, is very carefully 
balanced and effectively removes dust particles without damaging the 
disc surface. The disc stabiliser weight (AG 10) is also turned from 
solid brass and weighs 650g; it ensures that the disc is perfectly located.

Solid aluminium case 
components
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 G 1260 R
 
 Principle Belt-driven High-End disc mechanism mounted in
  special heavy chassis with structural sound absorber
  and resonance de-coupling measures.
 Drive system Quartz-controlled synchronous motor with accurate, DSP-
  controlled optimisation of the motor coil voltage curve.
 Rotational speed 33 1/3 und 45 rpm, electronically selected
 Speed fl uctuations +/- 0.02 %
 Rumble 82 dB
 Disc platter Pressure-cast aluminium construction weighing 3.8 kg,
  with silicone rubber disc support mat.
 Bearing technology Hardened and polished steel spindle, close-tolerance
  bronze plain bearing
 
 Cartridge (optional) MM system Ortofon 2M Bronze
 Output voltage 5.0 mV
 Channel separation, 1 kHz 26 dB
 Frequency range, -3dB 20 Hz - 29 kHz
 Terminal impedance 47 kOhm
 Terminal capacitance 150 - 300 pF
 Stylus compliance 22 μm / mN
 Stylus tip form r/R  8/40 μm
 Stylus tracking force 15 mN (1.5 g)
 Pick-up weight 7.2 g
 Recommended phono amplifi er PH-G10 MM

 Control interface RLink Automatic power-on via amplifi er / receiver
 Main socket 230 V / 50-60 Hz
 Dimensions (H x W x D) Main body 7.5 x 44 x 39 cm, overall 14 x 44 x 39
 Weight 12 kg 
 Available fi nishes Silver aluminium, black
 Optional accessories Disc stabiliser weight, disc brush, acrylic cover, Phono Pre amplifi er,   
  cartridge Ortofon 2M Bronze 
 Technical modifi cations reserved


