












Back panel connections
Pre-amplifi ers can be connected using Cinch, XLR 3-pole or XLR 4-pole plugs.
The M 10 features two identical output stages, each of which is connected to a pair of the latest High-End 
loudspeaker terminals (WBT nextgen™). This makes it possible to connect suitably equipped loudspeakers 
in bi-amping / bi-wiring mode. In this confi guration one output stage handles the bass range and the other the 
treble / mid-range (bi-amping ON). In the bi-amping OFF position the output stages are wired in parallel, but 
bi-wiring is still possible in this mode.
Moving the left slide-switch to HighCurrent doubles the idle current. In this mode an output of up to forty 
Watts is possible in pure Class A mode! In the AUTO position the full operating voltage is used.



 Nominal Power* 8 Ohm  550 Watt
  4 Ohm  1000 Watt 
 Peak Power* 8 Ohm  570 Watt 
 4 Ohm  1070 Watt 
 *Umains  = 240 V (230 V version) or
 120 V (115 V version) 
 
 Frequency response + 0 – -3 dB  1 Hz – 150 kHz 
 Slew rate  65 V/μs 
 Damping factor 4 Ohm  > 115    
 Signal : noise ratio  > 114 dB 
 Distortion (5 W, 4 Ohm, 1 kHz)  < 0,009 % 
 Inputs  Cinch, XLR 3 pol, XLR 4 pol 
 PWR-Supply reservoir capacity  180,000 μF 
 PWR requirement 110 - 120 V or   2500 W
 220 - 240 V, 50-60 Hz   
 Dimensions (H x W x D)  52 x 35 x 48 cm, (20.5 x 13.8 x 18.9‘‘) 
 Weight  52 kg, (114 lb) 
 Available fi nishes  Silver aluminium, Titanium 
 Remote control  via P 10 or R-System

Specifi cations

 elektroakustik GmbH & Co. KG
 Planckstr. 9 - 11 |  D-32052 Herford | Telephone +49 (0) 52 21 / 7676-0

www.ta-hifi .com | info@ta-hifi .com

9118 - 0283

 Subject to technical modifi cation


