
Compact Multi-Source Complete Hi-Fi System





Please don’t be offended, but now is the time to forget everything you ever knew about mini-systems and table radios, 

because the is here. This is a completely new compact Hi-Fi system which incorporates the latest and most in-

novative technologies. The  is not just a radio or a CD player: it is capable of absolutely everything. It can access 

anything which supplies music: CD, DVD, Internet radio, network music server, USB media storage units, MP3 players, 

iPod (including control system) and - of course - VHF radio, and play it back in superb quality via its integral loudspeaker 

systems. Three power amplifi ers, each delivering fi fty Watts of continuous power, are directly coupled to the loudspeaker 

units, which are controlled with carefully defi ned precision by the active cross-over unit (active loudspeaker concept). 

The system’s digital signal processor provides a means of fi ne-tuning the ’s sound characteristics, with the result 

that the system produces music of great quality whether installed on a sideboard or writing desk or on a bookshelf. The 

delivers a sound experience which is quite incredible for its size, and constitutes a wonderful way of being woken 

up in the morning.

We have deliberately invested tremendous effort in developing a simple, logical and intelligent control system for the 

. Despite its comprehensive facilities, the system is easy and intuitive to operate, using either the front panel 

controls or the remote control handset. The unit automatically detects the Streaming Client source devices connected to it, 

and exploits the facilities of the network and Internet to the full. The  is fi tted with the network circuit board and 

software of the High-End streaming clients used in our E-series and R-series, since they deliver outstanding sound quality. 

Thousands of these units are already in use, proving the practical effectiveness of the technology and operating system. 

The unit’s connectivity is enormous, and really covers every possible eventuality: the front panel includes an integral USB 

port, there is an iPod dock in the top cover, while the back panel features two Cinch inputs (e.g. Phono and TV) together 

with LAN and W-LAN sockets. A television can be connected via a Composite or high-quality YUV output. Power am-

plifi ers or active speakers can be connected to the integral pre-amplifi er output, a sub-woofer output caters for an active 

sub-woofer, and a T+A SC-LINK socket is provided for connecting our active TALIS speakers. These features endow the 

unit with enormous potential: if you wish, you can even expand the  to form a full-size Hi-Fi system. Its perfect 

complement is the new fully active loudspeaker: these units match the ’s appearance beautifully, 

offer enormous low bass, are very punchy and dynamic, and reproduce mid-range and treble with great precision.

Like all T+A equipment the case of the  is beautifully made using the best materials available, although the compact 

external dimensions presented our development team with an enormous challenge in accommodating the large number of 

components. No matter: we wanted the  to be something very special: a clear statement, a work of art, and that 

is why we designed and built it to such high standards. The side panels, cover, front and back panels are of high-quality 

aluminium with a brushed fi nish, and even the loudspeaker chassis cradles are of steel construction.

The sophisticated design of the  is the result of a collaborative effort with moll design - a company with whom 

we have worked for many years. The result is unique, unmistakable, typically T+A and stands out effortlessly from the 

monotonous appearance of many mass-produced products.

The musical miracle cube



The  features external controls in the classic T+A style, and make the system ultra-simple and intuitive to operate, 

in spite of its enormously comprehensive range of functions. The F 100 system remote control handset is very clearly laid 

out, and can be used to operate supplementary functions and enter text as well as all the normal procedures. The integral 

large-format, high-resolution, graphics-capable screen displays all relevant data and information in context-sensitive form 

using different sizes of script, and offers several selectable brightness levels. The USB port on the right-hand side of the 

front panel is intended for the connection of hard discs and memory sticks, and can also be used for loading software up-

dates. The headphone socket has its own amplifi er, and switches the integral loudspeakers off completely when selected. 

The top panel incorporates an integral iPod dock.

The comprehensive array of socketry on the back panel refl ects the impressive facilities of the . The unit is pri-

marily conceived as an audio system: at the basic level it makes a great-sounding free-standing radio, but it can equally 

well be expanded to form a top-quality Hi-Fi system. To this end it features two analogue inputs, which might typically 

be used for connecting a turntable or a TV set. If you wish to make the  into a classic Hi-Fi system with separate 

speakers, then you can make use of the Cinch pre-amplifi er output sockets to connect the unit to an active sub-woofer and 

bookshelf monitors; an SC-LINK output is also present for connecting our Talis active loudspeakers and 

sub-woofer. The various facilities and confi gurations are simple to set up using the on-screen menus.

We have equipped the with a high-quality CD / DVD mechanism, which means that you have the facility to con-

nect a monitor / TV and play DVDs, in addition to reproducing pure music. The YUV output is of extremely high quality, 

and delivers a stunning picture. Since the integral VHF-RDS tuner is so good, we recommend that you also connect a 

high-quality external radio aerial. Access to the latest music media is possible via the LAN socket or the W-LAN aerial; 

music from Internet radio or the local network is reproduced in superb quality by the integral Streaming Client; this can 

even sound better than the original CD - depending on the resolution of the stored music.

The most brilliant feature is this: the enables you to detect the difference!



There is not much space to spare inside the - it’s pak-

ked full! Directly below the lid we fi nd the main circuit board 

with the digital signal processor, the power output stages, the 

control processor, the power supply and the iPod dock; the top 

cover acts simultaneously as heat-sink for the three 50 Watt 

power amplifi ers. The next level down houses the CD / DVD 

mechanism, the mechanism decoder board and the Streaming 

Client circuit board. There are two basic reasons for the superb 

sound delivered by the : on the one hand it is the 

design of the integral active loudspeakers, and on the other it 

is the adoption of a new, extremely high-performance digital 

signal processor. This DSP has dual responsibilities: it has 

the task of optimising the frequency response of the installed 

drive units and rendering them truly linear, at the same time 

defi ning the frequency ranges using steep-rise separation; but 

it also ensures that the sound transmission characteristics of 

the entire system maintain correct phase at all times. As a 

result the generates a phenomenally even, natural 

and clear sound image which fi lls the whole listening area. Im-

perfect set-up positions in the room can affect sound quality, 

but the unit offers six different sound fi elds (table, bookshelf, 

speech, …) to help you compensate for defi ciencies, and if 

necessary you can also adjust the bass, treble and loudness 

settings. Even a Centre mode is available.

The base plate of the carries the special bass dri-

ver, a bass refl ex pipe, the high-performance mains power 

supply and a rigid, airtight bass chamber (not shown). The 

bass unit is fi tted with an extremely powerful magnet with 

vacuum-moulded pole plate; its stiff membrane with excellent 

damping qualities and generous surround make it capable of 

very high-amplitude travels. The net result is that it generates 

very deep bass, and at the same time is capable of reproducing 

high volume levels and peak signals without distortion. Two 

newly developed mid-range / treble units are mounted in the 

front panel, where they reproduce the whole vocal and high-

frequency range from 200 Hz to well above 20 kHz. They 

are highly linear in nature and offer outstanding radiation 

characteristics within the listening room. The speaker chassis 

are driven directly by their own power output stages, i.e. they 

are direct-coupled, and do not require the passive components 

of conventional cross-over units. This concept of active drive 

produces a very high damping factor, with optimum peak-

handling and radiation characteristics, and is one of the keys to 

the superior sound image of the . The output stages, 

with their directly coupled speaker drive units, are controlled 

via the integral digital sound processor. The DSP carries out 

all aspects of signal processing - from linearisation through 

to cross-over frequencies - with zero losses.    



The heat-sink of the amplifi er unit is located on the back panel 

of the . The Cinch input serves as connection to 

the pre-amplifi er output, while the mains switch is integrated 

into the mains input socket. An automatic power-on circuit 

switches the on as soon as a music signal is 

present at the terminals, and switches it off again about twenty 

minutes after the music signal has ceased. An LED behind 

the front grille indicates the speaker’s power status.

The are newly developed active monitors which 

form the perfect complement to the , transforming 

it into a full-size Hi-Fi system. Although these loudspeakers 

look extremely compact, their net volume is quite conside-

rable. This is possible because most of the cabinet is made 

of aluminium, producing a very strong, rigid structure with 

relatively thin walls. Over recent decades T+A has proved the 

sonic advantages of genuine fully active speakers with impres-

sive results in the shape of the Solitaire and TCI active units, 

and we have incorporated this expertise in the . 

Each drive unit of the two-way speaker is driven by its own 

direct-coupled power amplifi er with a continuous output of 

more than 70 Watts. These power amplifi ers offer superb 

sound quality, while the sophisticated active cross-over units 

linearise the frequency response and expand the low bass. A 

high-performance mains power supply ensures superb peak 

handling characteristics even at elevated volume levels. The 

high-quality drive units are perfectly matched to the cabi-

nets, and generate an extraordinarily dynamic and powerful 

sound image with impressively deep bass. Of course, the 

speakers also harmonise well with any other 

pre-amplifi er; we can strongly recommend the E-Series 

MUSIC PLAYER for this.



 
                Formats 
 DVD player CD, CD-R, CD/RW, MP3, DVD-Video, DVD-R, 
  DVD-RW, VCD, S-VCD, JEPG Picture CD
 Video output YUV, Composite (FBAS)
 Streaming Client MP3 , WMA, AAC, FLAC, OGG-Vorbis, LPCM, WAV,
 Media server UPnP AV, Media Player 10 (WMDRM10)
  vTuner Internet Radio Service, DLNA-compatible servers
 Interfaces USB 2.0, iPod audio/video + control, LAN, W-LAN
 Radio FM Radio 87.5 - 108 MHz, RDS station name, Radiotext
   
 Amplifi er section 
 Inputs 2 x Aux, 2 V / 20 kOhm
 Headphone output for dynamic headphones > 30 Ohm
 Bass 1 x 50 Watt continuous output
 Mid-range / treble 2 x 50 Watt continuous output    
 T.H.D. < 0.02 %
 Sound management DSP controlled sound fi elds
 Outputs PRE-out Cinch, SUB-out Cinch, SC-Link  
 Mains connection Automatic mains voltage switching,
  100 - 120 V, 200 - 240 V, 50 - 60 Hz
 Accessories F100 system remote control, W-Lan aerial, FM aerial
 Features Variable screen brightness, two-time alarm
 Dimensions H x W x D 16 x 27 x 27 cm (6.3 x 10.6 x 10.6“)
 Weight 8 kg (17.6 lbs)
 Finish Black case with silver covers 
  

                          
 Principle Fully active bookshelf monitor
  Two-way bass-refl ex
 Output power (4 Ohm) 2 x 70 Watt
 Peak power (4 Ohm) 2 x 100 Watt
 Damping factor > 400
 T.H.D. < 0.1%
 Transmission range 35 - 30,000 Hz
 Drive units:
 Bass / mid-range 1 x 150 mm
 Treble 1 x 25 mm fabric dome
 Cross-over unit Active
 Cross-over frequency 2500 Hz
 Features Automatic power-on, Cinch input
 Mains connection EU version: 230 V / 50 - 60 Hz
  US version: 115 V / 50 - 60 Hz
 Dimensions H x W x D 27 x 19 x 27 cm (10.6 x 7.5 x 10.6“)
 Weight 10 kg (22 lbs)
 Finish Black case with silver covers

Specifi cation 

We reserve the right to introduce technical changes.


